
Including LAB 3100 Series and new shutoff  valve

E�  cient. Flexible. Safe.

GAS SUPPLY COMPONENTS 
FOR LABORATORY FURNITURE & FUME HOODS

GCE CENTRAL GAS SYSTEMS

 › Focus on Health, Safety, Staff , and Environment
 › Maintain gas purity
 › Endurance under safe user conditions
 › Flexible in design – look & feel
 › Gas Purity maximum 6.0

Gas supply 
components that 

brighten your 
furniture!
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GAS SUPPLY COMPONENTS
We offer high-quality solutions for non-corrosive, flammable and oxidicing high-purity gases (up to 
6.0) that can be integrated into laboratory furniture and fume hoods. Our products stand out for their 
sustainability and durability due to their robust Stainless steel and Brass design. They also demonstrate 
excellent corrosion resistance.

Fitting to each customer’s needs GCE druvaPUR 
offers a broad range of high-quality gas supply 
components, like Point Of Use (POU) regulators, 
valves and components. To fit each application, 
any type of furniture & fume hood connection is 
possible, from build-in to bench mounted and from 
hanging to wall-mounted. 

To ensure GCE Druva meets its customer needs, 
all models can be adapted to what is required or 
desired. This can be the complete POU-layout, 
placement of gauge and actual design. 

GCE druva works closely with its customers to 
ensure that our solutions always meet your needs! 

GCE DRUVA OFFERS A FULL RANGE OF CENTRAL GAS CONTROL SOLUTIONS 

Proper handling of expensive / toxic / flammable high purity gases requires highest quality control equipment. GCE 
druva supplies a wide range of components to handle and control specialty gases. 
Based on many years of experience, GCE druva is specialized in first and second stage pressure gas supply, tubing 
& tube layout, cylinder stock rooms, and monitoring devices.  

CENTRAL GAS SUPPLY
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1) Gas panel SMD,   
2) Gas manifold BMD,  
3) Point/of/use  
     regulator EMD,   
4) Point-of-use shut- off,  
5) Room shut-off,  
6) Floor shut-off   
7) Central shut-off,   
8) Gas management,
9) Line regulator   
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LAB3100 SERIES

Point-of-use regulators EMD 3100 - 6.0 Gas Purity
•  Integrated shutoff  function

•  Brass, chrome-plated or stainless steel

•  Inlet pressure: 40 bar / 600 psi

Outlet pressure:  

•  0.2 – 1.5 /  0.2 – 4 /  0.5 – 6 /  0.5 – 10.5 bar

•  3 – 22 / 3 – 60 / 7 – 87 / 7 – 150 psi

Analysis Version: 

• Inlet pressure: 12 bar / 170 psi

• Outlet pressure: 2.2/4.4 bar – 33/66 psi

Our top of the line range with state of the art high-quality POU-regulators
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MVR-AW
Wall 
mounting 
plate

Rear wall adaptor and 
cover rosette

MVR-AG
MVA W

EMD 3100 COMBINATION POSSIBILITIES

EMD 3100 WALL MOUNTED WITH REAR WALL ADAPTOR (VERSION W)
STANDARD: STRAIGHT INLET FITTING; AVAILABLE WITH ELBOW FITTING AS WELL

FUMEHOOD PRESSURE REGULATORS EMD-3100 – BUILT-IN

Elbow adaptor 
for wall mounting

MVA G

EMD 3100 AS BENCH MOUNT (VERSION T) AND HANGING VERSION (VERSION H)
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MVR-A 400 G

VALVE  OVERVIEW 

Diaphragm shut-off valve  
MVA 400 G / 3100 G
Model: Straight 
Material: Brass chrome-plated /  Stainless steel
Inlet pressure: 40 bar / 600 psi
Nominal width: DN5 – Kv-Value: 0.2 
Inlet/Outlet: G3/8"f - G3/8"m

MVA 400 W

MVA 400 G

Choosing the right valve is just as important as choosing the right regulator… in case of doubt: Ask! 
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MVR-A 3100 G

Diaphragm regulating valve 
MVR-A 400 G /  3100 G
Model: Straight 
Material: Brass chrome-plated /  
Stainless steel
Inlet pressure: 40 bar / 600 psi
Nominal width: DN2 – Kv-
Value: 0.02
Inlet - outlet: G1/4"f – G1/4"f

Diaphragm shut-off valve  
MVA 400 W / 3100 W
Model: Elbow design 
Material: Brass chrome-plated/  
Stainless steel
Inlet pressure: 40 bar / 600 psi
Nominal width: DN5 – Kv-
Value: 0.25
Inlet/Outlet: G1/4"f – G3/8"m

Diaphragm regulating valve 
MVR-A 400 W / 3100 W
Model: Elbow design 
Material: Brass chrome-plated /  
Stainless steel
Inlet pressure: 40 bar / 600 psi
Nominal width: DN2 – Kv-Value: 
0.02
Inlet - outlet: G1/4"m – G1/4"f in

MVA 300 G

MVR-A 3100 WMVR-A 400 W
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LAB3100 SERIES: NEW SHUTOFF VALVE

Point-of-use regulators EMD 3100 - 6.0 Gas Purity
New option: Patented integrated shutoff  function with visual open or close indication
• Brass, chrome-plated or stainless steel

• Inlet pressure – maximum 40bar

• Diaphragm – Hastelloy C

• Seal – PVDF (for brass design), PCTFE (for stainless steel design)

• Outlet pressure – 0,1-1,5bar / 0,5-4bar / 0,5-10,5bar

Wall 
mounting 
plate

2 REAR-WALL ADAPTERS OTIONS:

Elbow adapter 
for wall mounting

LAB3100 WITH THE TWO REGULATING VALVE OPTIONS
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MVA G

MVR-AW

MVR-AG

Cover rosette

Rear wall adapter 
with integrated 
shutoff  valve

MVR-AW

MVR-AG

in

out

The regulator series EMD 3100 (patented product) combines the pressure regulation and the shutoff  
function of the gas fl ow in a very small space. The additional option for a rear wall adapter with integrated 
shut-off  valve allows the preparation of  the tapping points without the Point Of Use Regulator (POU). The 
ergonomic and safe design thereby allows easy mounting, as well as assembly and disassembly.

Rear wall adaptor and 
cover rosette



GCE CENTRAL GAS SYSTEMS

LAB 3100 Series and new shutoff  valve

LAB3100 - EXTRA HIGH SAFETY STANDARDS: SHUT-OFF VALVES INTEGRATED 
IN WALL ADAPTER, REGULATOR AND REGULATING VALVE 
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MVR-A 3100 W

inout

MVR-A 3100 G

Diaphragm regulating valve 
MVR-A 400 W / 3100 W
Model: Elbow design 
Material: Brass chrome-plated /  
Stainless steel
Inlet pressure: 40 bar / 600 psi
Nominal width: DN2 – Cv-Value: 0.02
Inlet - outlet: G1/4"m – G1/4"f 

Diaphragm regulating valve 
MVR-A 400 G /  3100 G
Model: Straight 
Material: Brass chrome-plated /  
Stainless steel
Inlet pressure: 40 bar / 600 psi
Nominal width: DN2 – Cv-Value: 0.02
Inlet - outlet: G1/4"f – G1/4"f

The rear wall integrated shutoff  valve is actuated when the gas regulator is 
unscrewed. 

PN 40bar
• Connections - G ¼” female thread 

on the inlet, G ½” male thread on the 
outlet

• Brass, chrome-plated or stainless 
steel

REGULATING VALVES
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